AC 20-308

r * DATE 7/20/81

ADVISORY CIRCULAR

4 OF 7'4\,‘%
’,

)
Y DEPARTMENT OF TRANSPORTATION
Federal Aviation Administration

Washington, D.C.

FAR GUIDANCE MATERIAL

Subject :AIRCRAFT POSITION LIGHT AND ANTICOLLISION LI GHT INSTALLATIONS

1. PURPOSE. ‘This circular sets forth acceptable means, but not the only means,
of showing compliance Wi th the Federal AviationRegulations (FAR) applicable t 0
instal | edposition|ights andanticollisionlights.

2. CANCELIATION. AC 20-30a dated April 18, 1968, is cancel ed.

3. RELATED FARSECTI ONS.

a. Sections ,1385 through .1401 of FARParts 23, 25, 27, and 29.

b. Sections .33 and .73 of FAR Part 91.
4,  RELATED READI NG MATERIAL.

~a. Advisory Circular AC 20-74, Aircraft Position Lights and Anticollision
Li ght Measurenents.

b. Advisory G rcul ar AC43.13-2a, Accept abl e Met hods, Techniques, and
Practices, Aircraft Alterations.

c. Technical Standard Order (TSO) C30b, Aircraft Position Lights.

5. BACKGROUND. Airworthinessl egul ati Onsand TechnicalStandard Orders
prescribe minimum intensities, light distribution, overlalo_l|mts, allowable
obstructions to light visibility, and color for position |ights and
anticollisionl i ghts.

6. LABORATORY MEASUREMENTS. Measurenents of intensity, light distribution,
and Tight coror are normalTy nade under |aboratory conditions before
installation. Advisory Circular 20-74 contains information concerning
measurenments of intensity, distribution, and color.
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7. POSI TI ON LI GHT SYSTEM INSTALLATION.

a. Location. In determining whether forward position |ights have been

"spaced Tlaterally as far apart as practicable,” and whether the rear
position light has been 'mounted as far aft as practicable," as required by
the FAR's, each installation may be evaluated for special considerations.

Exampl es of special consideration are:

(1) Wuld the nunber of malfunctions be significantly increased
due to increased vibration or other environmental conditions if the lights
were spaced farther apart, or nounted farther aft?

_ (2) Wuld accessibility for mintenance be significantly reduced
I f the lights were spaced farther apart or farther aft?

~b. Rear Position Light Cobstructions. Asmall| light obstruction i S per-
mtted within dihedral angle & (aft) described in § .1387(d) of Parts 23, 25,

27, and 29. That obstruction is limted in size to 0.04 steradian and in
position to the 30° cone described in § .1387(e) of Parts 23, 25, 27, and 29
and shown in Figure 1. Measurements to show conpliance withthe regulations
can be made on actual aircraft or on appropriate scale drawings. The follow ng
procedure is one means of showing conpliance with the regul ations:

(1) On the side view drawing, draw a line through the |ight center
perpendi cular to the aircraft longitudinal axis. Draw a second |ine upward
through the light center to the most aft point on the vertical stabilizer
The angl e z between the two lines is limted by the airworthiness rules to

30°. Figure 1 shows an exanple of angle z.

(2) On the rear view drawing, draw angle Wwhich is formed by two |ines
drawn upward fromthe light center to the maximum ri?ht and left obstructions
within angie Z.  Wen a protrusion causes a very small zone of obstruction it
may be discounted unless total obstructions are near the regulatory linmt.

When a rear view drawing is mot available, a combination of other draw ngs or
measurements on the actual aircraft can be used to detemine angle W

(3) Multiply angle z degrees by angle W degrees to obtain the nmount
of obstruction in square degrees. The method i S conservative, as obstructions
as wde as angle Wmay mot exist throughout angle Z. Convert the measurement
to steradians by dividing the square degree value by 3284. The number 3284 is
a conversion factor to obtain steradians from squaré degrees.

8. ANTICOLLISION LIGHTS

a. Airworthiness Requirements. Appendix 1, Tables 3 through6 , summarize
the ai rworthiness requirements for anticcllision 1'ights and |ists them
according to the applicable anendments to the CAKR'SFFAR's. The airworthiness
requirements for a SEecific aircraft can usually be determned- by entering the
applicable table with the |atest amendment shown for the certification basis
inthe aircraft's type certificate data sheet.
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FIGRE 1. REAR PGSI TI ON LI GHT OBSTRUCTI ONS
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b. Operational Requirements. Some airworthiness requirements have peen

made retroactive by Amendnment 9I-90, which anended § 91.33(c)(3) of the Far.
The term "initially installed" used in this section refers to new
installations based on new y-approved design data or any installation which
includes a major change as defined in FAR 21.93(a) to the previously approved
design data. In effect, new designs which have had no previous Faa approval
are considered initially installed systems. Anticollision | i ght

installations approved by Myjor Repair ‘and Alteration (Airfrane, prowerplant,
Propel l er, or Appliance), FAA rorm 337, supplenmental type certificate or
amended type certificate prior to August 11, 1971, may be duplicated on |ike
meke and model aircraft without being considered initially installed.

c. Gbstruction Measurements. \Wenanticollision |ight obstructions are
al l oned within the required fiel'd of aoverage, neasurements on shadows, scale
draw ngs oractual aircraft can be used to substantiate that solid angles of
obstruction do not exceed regulatory limts. Wen nmasking is used to prevent
the inpairnent of crew vision, the mask becomes an additional |ight
obstruction. The amount of obstruction caused by the mask depends mot only
on the physical size of the mask, but also on the type and size of the light
source. Wth rotating beacons, the mask obstruction may be slightly larger
than indicated by the physical size of the mask. This condition results from
the lack of a sharp cutoff of [ight at the mask edges. As the reflector’
rotates, there is a gradual reduction of light near the mask edges due to the
relatively large size of the light source. Accurate measurement of mask
obstruction can best be acconplished during the |aboratory measurenent of
intensity and field of average. Otherwise, total chstructions measured very
near the reqgulatory limt may actually exceed that [imt.

d. The follow ng procedures refer to the exanple shown in Figure 2.
Scal e drawi ngs and neasurenents from the light unit are used in substantiating
conpliance with the anticollision light requirenents. The procedure with
variations can be applied to other aircraft. Variations include other shapes
and vertical coverage requirenments. The procedure converts scal e drawi ng
obstructions to a plot of horizontal versus vertical degrees where area units
become square degrees. By counting the squares within obstructions and
converting the sumto steradians, conpliance can be shown. Scale drawi ngs
shoul d be large enough to assure reasonable accuracy in the measurements. For
the exanple, the vertical coverage requirenent is +30°,

(1) Fuselage and W ngs.

(i) Point selection. oOn the top view, establish enough points
to adequately fol low the shape of chstructions. In the exanple of Figure 2,
seven points are established and nunbered to represent the left half of the
fuselage and the left wing. Because of symmetry, measurements are linited to
one side, and the neasured obstructed area is doubled to accountfor the
other side of the aircraft. Additional obstructions, not represented by the
seven nwnbered points, include mask, wing struts, |anding gear, and rudder.
These additional obstructions are wnsidered separately.
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FIGURE 3.
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. (ii) Horizontal angles. on'thetop viewof Figure 2, measure the
horizontal  angles between the arrcraft centerline and Iines connectingthe
anticollision light center to the nunbered points.

, (iii) Vertical angles. On the side view of Figure 2, measure the
vertical angles fromtnhe norrzontal Fl' ane passing through the anticollision
light center to lines amecting the light center to the numbered points.

(iv) Tabulation. Tabulate the measured horizontal and vertical
angles as shown in"Table I

NOTE: In |ieu of direct angle measurenments,
di stance neasurenents may be used to calculate
the angles using trigonometry relationships.

(2) Wng strut angles. On the tog) view of Figure 2, establish right
and left points for the struf top and fore and aft points for the strut bottom

Hori zontal angles for the strut bottom points are approximately equal. Measure
th%l horizontal and vertical angles to the four points and tabulate as shown in

Tabl e 1.

(3) Main gear fairing. Cn the top of Figure 2, establish four points
for the main gear tarring oostruction. The rear obstruction limt is the -30"
vertical coverage requirement, and the forward obstruction extends to vertical
angl es of -27°. The effect of wheel fairing rounding is slight and is
neglected. Measure the horizontal angles to the four points, and tabulate as
shown in Table 1.

. (4) Min gear strut. On the top view of Figure 2, establish four
points for the marn gear strut. Measure the horizontal and vertical angles to
the four points, and tabulate as shown in Table 1.

. (5) Rudder obstructions. On the side view of Figure 2, rudder obtstruc-
tions occur afT—or tnNe anticollision |ight while all other obstructions are
forward. ~ Therefore, it is practical tomeasure rudder obstructions independently.
On the side view of Figure 2, therudder obstructs for 30 vertical degrees. On
the top view, the obstruction is 3 horizontal degrees on the left side. The |eft
si de rudder obstruction is 90 square degrees: i.e., 30' x 3" = 90 square degrees.

(6) Calculating obstructions. fThe graph of Figure 3 shows plotting of
the collected dala Of lable I as vertical ~degrees versus horizontal dearees.
Each square IS equal t0 Me square degree so-that obstructions can be measured
by counting squares. Obstruction areas can be counted i nzones bounded by
vertical lines through the nunbered points. Table 2 shows the counts including
the rudder obstruction which was measured independent of the gram. Square
degrees are converted to steradians by dividing by 3284.

ﬁ. C. Beard é

Director Of Afrworthiness
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OBSTRUCTI ON

W ng/ Fusel age

Strut

Gear

Gear Strut

Mask

(Positioned to
elimnate

refl ection6 from
prop)

TABLE 1.

' *

POINT

Top Right
Top Left
Bottom  Upper
Bottom Lower

Front Right
Front Left
Rear Right
Rear Left

Top Front
Top Rear
Bottom Front
Bottom Rear

Top Centerline
Top Left

Bottom Centerline
Bottom Left

OBSTRUCTXON POINT ANGLES

HORI ZONTAL

ANGLE

00
7
25°
47°

AC 20-30B
Appendix 1

VERTI CAL
ANGLE

-705°
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ZONE

TABLE 2.

Point 1 to Point 2
Point 2 to Point 3
Point 3 to Point 4
Point 4 to Point 5

Total G aph
Rudder

Total Left Side

TOTAL AIRPIANE

Steradi ans:

(1186/3284) = 0. 36

7/20/81

OBSTRUCTION COUNT

SQUARE DEGRE -

159
198
132

14

503
90

593

1186

F



TABLE 3. FAR 23/caR 3

APPLICABLE | NTENSI TY VERTI CAL COVR FLASH LI GHT
AVENDVENTS ( CANDLES) COVERAGE SPECS. RATE OBSTRUCTI ON REMARKS
1. Before 3-1 No Anticollision
(4/1/57) Li ght Requirements
2. Thru 3-I 100 +30 Aviation Red 40-100 0.03 srErR., Position of Alowable
(4/1/57) Overlap 180 0.15 sTER. Obstruction Limted
3. Thru 3-7 100 +30 Aviation Red 40-100 0.5 STER.
(5/3/62) Overlap 180
4. Theu 23-11 400 +30 Aviation Red or 40-100 0.5 STER. New Aviation White
(8/11/71) Aviation Wite Overlap 180 Limts '
5. Thru 23-20 400 +75 Avi ation Red or 40-100 0.5 STER.
(9/1/77) Aviation Wite Overlap 180

NOTE: 91.33(c)(3) of the FAR also applies to anticollision |ight installations and allows the
color to he either aviation red or aviation white.

18/°2/L
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NOTE :

TABLE 4. FAR 25/car 4b

FLASH
RATE.

[f Used
40-100

[f Used
40-100

40-100
Qverlap 180

Avi ation Wite overlap 180

Red or 40-100

APPLI| CABLE | NTENSI TY VERTI CAL COLOR
AVENDMENTS (CANDLES) COVERAGE SPECS.

Bef ore 4b-8

(5/16/53)

Thru 4b-8 [f Used
(5/16/53) Aviation Red
Thru 4b-3 [f Used
(3/13/56) Aviation Red
Thru 4b-4 100 +30 Aviation Red
(4/1/57)

Thru 25-27 400 +30 Aviation Red or 40-100
(8/11/71) -

Thru 25-41 400 +75 Aviation
(9/1/77) - Aviation White

!

S

aviation white.

Overlap 180

91,33(c)(3)of the FARalso applies to anticollision light installations and allows the
color to be either aviation red or

LI GHT
CBSTRUCTI ON

0. 03 STER.
0.15 STER

0.03 STER
0.15 STER

0.03 STER
0.15 STER

1 xTpuaddy
d40€-02 ¥

REMARKS

No Anticollision
Light Requirements

[f Used, Cm O f ratio ,
Notl ess than 1:7s

[f Used, (XI-OFf ratio ,
Not |ess than 1:75

If Extra Light
Installed, No Flash
Rate Limt in Overlaps

Al | owabl e
Limted

Position of
Obstruction

New Aviation Wite
Limts

18/02/L



APPLICABLE | NTENSI TY
AVENDVENTS (CANDLES)

TABLE 5.

VERTI CAL  COLOR
COVERAGE SPECS

1. Before Part 6
(4/1/57)

2. Thru 6-1 100
(4/1/57)

3. Thru 6-5 100
(5/3/62)

4. Thru 27-6 400
(8/11/71)

5. Thru 27-10 150
(2/5/76)

+30

+30

430

+30

Avi ation

Avi ation

Avi ation
Avi ation

Avi ation

FAR 27/cAR 6

FLASH LI GHT
RATE OBSTRUCTI ON

Red  40-100 0.03 STER
Overlaps 180

Red  40-100 0.05 STER
Overlaps 180

Red or 40-100 0.5 STER

Wite Overlaps 180

Red  40-100 0.5 STER.
Overlaps 180

REMARKS

No Anticollision
Light Requirenents

New Aviation white
Limts

Aviation Vhite not
acceptabl e

NOTE: 91,33(c)(3) of the FAR also applies to anticolision light installations and allows the
color to be either aviation red or aviation white.

T xtpuaddy



FAR 29/cAr 7

Red

Red

FLASH
RATE

None
40- 100
Overlaps 180

40- 100
Overlaps 180

Red or 40-100
Aviation Wite Overlaps 180

Red

40- 100
Overlaps 180

o
TABLE 6.
o APPL| CABLE | NTENSI TY VERTI CAL  coLor
AVENDMVENTS ( CANDLES) COVERAGE  SPECS.
N 1. Before Part 7
.\ (8/1/56) "~
L . L
2. Adopt. Part 7 None None None
3. Thru 7-1 100 +59 Avi ation
“44/1/57)
4. Thru 7-5 100 430 Aviation
(5/5/62)
5  Thru 29-7 400 430 Avi ation
(8/11/71)
6. Thru 29-11 150 +30 Avi ation
(2/5/7¢6)
. NOTE:
color to be either aviation red or aviation white.
)

|

N ;

LI GHT

OBSTRUCTI ON

None

0.03 STER

0.5 STER.

0.5 STER.

0.5 STER.

91,33(c)(3) of the FAR also applies to anticollision light installationsand allows the

1 xTpuaddy
g0€-02 O¥

REMARKS

No Anticollision
Light Requirement

Appr oved
Li ght

Anticollision
Required

Cbstruction  Position

Not |imted

New Aviation Wite
Limts

Aviation White not
acceptable
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